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PREFACE 

 

 

This report has been created to comply with the obligations of the authors according 

to the terms of the contract No 2/12/213310/GEKON signed between EKOTECH ïIP 

Sp. and Prof. Stamatis Tsimas (author). 

 

According to article 1 of the above mentioned contract, the Author undertook: 

 a report summing up the available knowledge of free lime hydration process 

in general and in particular narrowed down to process conditions possibly 

close to those found in flue gases carrying the particles of HCFA ï at 

temperatures in excess of 100
o
C, in the presence of gaseous atmosphere 

similar to flue gases from lignite-burning boilers etc. Of particular importance 

is the knowledge of hydration reactionôs kinetics and mechanisms ï allowing 

for modeling it with mathematical/IT tools. 

 

To bring out the project and to cover bibliographically all the individual parameters 

that affect hydration, initially and under the general entry of ñcalcium oxide 

hydrationò, summary studied in more than 1000 selected papers. From these the 

referred in Chapter 7 (References) more than a hundred (100) have studied in more 

details as in a different extend have been evaluated that satisfied the conditions of the 

detailed examination of the contract. The obvious data overlap in many references 

sought to be minimized when writing the report. 

 

Its structure follows generally the individual topics to be covered. Chapters and 

clauses have been selected to such a way in order to be useful to researchers who have 

to implement the hydration of calcium oxide in a larger scale according to the Patent.  

 

Chapter one comprises general but detailed information concerning the hydration of 

calcium oxide. In this chapter are included: i) the factors that affect the slaking 

process insisting in the quality of the water and ii) extended information material 

concerning reaction kinetics and mechanisms. Chapter two deals with hydration in 

temperatures above 100
o
C the hydration over vapors and the reduction of size during 

hydration. Chapter three deals with the hydration of calcium oxide in presence of 

flue gases. The processes of carbonization and flue gas desulfurization with calcium 

oxide are also analyzed in details as well the reactivation of CaO. In the same chapter 

is included the effect of steam on carbonation and sulfurization of calcium oxide 

Chapter four  deals with the hydration of CaOf  in the presence of other mineral 

phases, materials and by products focusing and insisting on the hydration of CaOf 

present in fly ashes In the same chapter is also given a more precise approach to the 

problem raised through a comparative examination of steam vs. water hydration of 

CaOf present in High Calcium Fly Ashes in relation to their sulfurization behavior. In 

chapter five except comparative data concerning LCFA and HCFA, is included our 



 

 

 

personal experience referring to the hydration of CaOf contained in HCFA in parallel 

with its reduction of size Chapter six shows our first efforts and thoughts to adapt the 

literature findings (and presented in this report) to Beğchat·w ashes. Finally in 

Chapter seven are presented in chronological order over 100 references to which this 

report was based. 

 

This work aims to contribute to the recording and consolidation of necessary data on 

the hydration of the free lime present in HCFA finally pursuing their exploitation 

from our Polish colleagues. Therefore the length and content of Chapter 6 is marginal.  

 

The reports attempt to handle with a creative way the review process and publication 

as expeditiously as possible within the scheduled deadline.  
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1. Introduction . From CaO to 
Ca(OH)2  Reaction kinetics and 
mechanisms 

 

1.1 General. 

Calcium oxide (CaO), commonly known as quicklime or burnt lime is a widely used 

chemical compound. It is a white, caustic, alkaline and crystalline solid at room 

temperature. The broadly used term lime connotes calcium-containing inorganic 

materials, in which carbonates, oxides and hydroxides of calcium, silicon, magnesium, 

aluminium and iron predominate. By contrast, "quicklime" specifically applies to the 

single chemical compound calcium oxide. Calcium oxide which survives processing 

without reacting in building products such as cement is called free lime.  

Quicklime is relatively inexpensive. Both it and a chemical derivative calcium 

hydroxide Ca(OH)2 of which quicklime is the base anhydrite are important commodity 

chemicals 

Calcium hydroxide, Ca(OH)2  traditionally called slaked lime, is also an inorganic 

compound It is a colorless crystal or white powder and is obtained when CaO is 

mixed, or "slaked" with water. It has many names including hydrated lime, builders' 

lime, slack lime, cal, or pickling lime.  

Calcium hydroxide is used in many applications, including food preparation.  

 

Quicklime releases heat energy by the formation of the hydrate, through the following 

equation: 

CaO + H2 O P  Ca(OH)2 + 1135  kJ/kg of CaO 

 

As it hydrates, an exothermic reaction results and the solid puffs up. The hydrate can 

be reconverted to quicklime by removing the water by heating it to redness to reverse 

the hydration reaction. One litre of water combines with approximately 3.1 kilograms 

(6.8 lb) of quicklime to give calcium hydroxide plus 3.54 MJ of energy.  
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CaO (s) + H2O (l) Ca(OH)2 (aq)    ȹHr = ī63.7 kJ/mol of CaO 

. 

Based on the molecular weights, 56 units of CaO plus 18 units of H2O results in 74 

units of Ca(OH)2. The ratio of hydroxide to CaO is 74 ÷ 56 = 1.32. This means that 1 

Kg of CaO and 0.32 Kg of water will produce 1.32 Kg of Ca(OH)2, this is the 

minimum water required for chemical reaction, so calcium hydroxide contains 75.7% 

CaO and 24.3% H2O. The process of adding water to calcium oxide to produce 

calcium hydroxide is referred to as hydration process or lime slaking. The hydration of 

CaO, commercially referred to as quick lime, is an exothermic process releasing a 

great quantity of heat.(Mohamad Hassibi) 

 

This hydration process when done with just the right amount of water is called ñDry 

Hydrationò. In this case the hydrate material is a dry powder. If excess water is used 

for hydration, the process is called ñSlakingò. In this case, the resultant hydrate is in a 

slurry form. Lime manufacturers generally use the dry hydration process for producing 

powdered hydrated lime. Our discussion here is limited to lime slaking. The slaking 

process is normally done with considerable excess water ranging from 2½ parts water 

to 1 part CaO to 6 parts water to 1 part CaO. In Figure 1 is depicted pH of Calcium 

Hydroxide solutions at 25°C. Figure 2 shows solubility of calcium hydroxide in water. 

Finally Figure 3 depicts temperature vs. pH of a saturated calcium hydroxide solution. 

 

 
 

Figure 1: pH of Calcium Hydroxide solutions at 25°C
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Figure 2: Solubility of Calcium Hydroxide in Water 

 
Figure 3: Temperature vs. pH of a saturated Calcium Hydroxide Solution 

In next close we will focus on hydration and factors affecting slaking process. 

y = -0.0009x + 0.1416 
R² = 0.9991 

y = -0.0012x + 0.1872 
R² = 0.9991 

0.04 

0.06 

0.08 

0.1 

0.12 

0.14 

0.16 

0.18 

0.2 

0 20 40 60 80 100 120 
Temperature  /   °C 

Solubility of Calcium Hydroxide in Water 

CaO 

Ca(OH)2 

y = -0.0327x + 13.326 
R² = 0.9932 

11 

11.5 

12 

12.5 

13 

13.5 

0 10 20 30 40 50 60 70 

pH 

Temperature / °C 

Temperature vs. pH 

 

pH 



 

   Prof. Stamatis Tsimas, Prof. Angeliki Moutsatsou , School of Chemical Engineering  NTUA 

1.2 Hydration ofCaO 

1.2.1 Introduction  

A huge number of papers are referred in the literature in the general topic of lime 

hydration. The clause and the chapter in the continue refers to papers dealing with the 

hydration of Calcium oxide aiming at the production of calcium hydroxide and not to 

CaO as part of several by products as slags, fly ashes etc are.  

These latter cases will be discussed in Chapter 4. 

Research on lime slaking has been done on a limited basis in recent years. Most of 

this research has been done under auspices of the National Lime Association. The 

information presented in this paper builds upon the research done by others and the 

authorôs years of hands-on experience in lime slaking. 

Because limestone is a naturally occurring mineral its chemical composition and 

physical characteristics vary not only from area to area but within veins of limestone 

in the same area. This variation in raw material results in variation of quality of the 

end product, which is calcium hydroxide. The use of lime in its various forms has 

been steadily on the rise with no end in site. 

Today, lime is the most important chemical used throughout the world for pollution 

control. It is, therefore, imperative that knowledge of handling and processing lime be 

well understood by all those who use this chemical. 

 

Hydration or slaking can be described as the process of adding a quantity of water to 

lumps of lime causing them to disintegrate to a powder, putty or lime-wash. This 

chemical reaction between lime and water results in the development of a 

considerable amount of heat. The form into which lime is slaked depends on the use 

for which it is required. In the case of lime for use in plasters and mortars, which 

could be either in the form of putty or a dry powder, all the implications of using 

either one of the two, must be carefully studied before any decision is made. 

Qualitatively, the advantage of the use of lime putty over a dry hydrate are that it is 

likely to contain a greater portion of fine lime particles and will therefore be more 

plastic, a characteristic which is preferred in mortars and plasters. Also, the product is 

likely to be more fully slaked and will therefore be less likely to present any of the 

typical popping and checking problems that may occur due to the presence of un-

slaked material. However, more water is required to slake it, so the economic 

implications of the availability of water take precedence. In a dry area where distances 

to the market are long, it is likely to be preferable to transport and slake quicklime 

lumps at sources of water nearer the market than to bring water to the production site 

and then transport dry lime hydrate or lime putty over a long distance to the market. 

1.2.2 Factors affecting slaking  process 

The most important single factor that affects the process efficiency of a slaking 

system is the specific surface area of the particles of calcium hydroxide. The larger 

the specific surface area of the hydrate, the more surface is available for reaction, 
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therefore, the more efficient the reaction and less consumption of lime. The specific 

surface of calcium hydroxide varies a great deal based upon the variables that are 

described below. The typical specific surface of calcium hydroxide ranges between 

8,000 to 58,000 cm
2
/gr. Empirical data shows that the relationship between the 

particle size of hydrate and specific surface, even though related, is not linear. Except 

specific surface area and water (discussed in 1.2.3.) some major comments to other 

factors affecting the process are very shortly given in the continue 

 

A. Type of limestone used in calcination 

Calcium carbonate deposits are generally not pure. They contain many other 

elements, such as magnesium, aluminum oxide, and compounds that affect the 

quality of hydrate produced from their limestones. Manufacturers of lime have 

no control over the impurities that are interspersed in a vein of limestone. 

Magnesian limes are slower in slaking than calcium limes due to the sintering 

caused by the over burning of the magnesium carbonate portion of the stone. 

Over burnt magnesian limestone or dolomite hydrates very slowly and is just 

about impossible to hydrate when impure. Since most of the magnesium oxide 

portion remains unslaked when using hand slaking methods, less water will be 

required. Searle suggests that up to 20 % less water will be required for 

hydration. The wet slaking method described below (hand-slaking) is a 

suitable simple means of slaking magnesian limestone quicklimes. The period 

in the slaking pits can be extended to one (1) month. 

 

B. Calcination process to manufacture CaO 

Proper temperature and residence time during calcination have a great deal of 

influence on the quality of hydroxide produced. The most common problem 

associated with the calcination process is hard-burned lime. When a lime is 

hard-burned, an impervious layer forms on the outside of the CaO particles 

making it difficult for water to penetrate and start the slaking process. To slake 

a hard-burned lime, the outer layer of the particle must wear off to open up the 

pores for water to penetrate. This is done by vigorous agitation that abrades 

the outer layer of CaO. This type of lime generally requires more retention 

time in the slaker. In practice when using hard-burned lime, the slaker capacity 

should be adjusted at 50% to minimize CaO carry over. 

 

C. Slaking temperature 

Slaking temperature is the most important factor that affects particle size and 

specific surface of hydrate particles. The closer the slaking temperature is to 

100°C the finer the particle sizes and greater the specific surface of particles 

will be. However, the relationship between temperature, particle size and 

specific surface is not linear. In some instances, when slaking at high 

temperatures around the boiling point of water, hot spots can develop within 

the slurry, which will cause hydrate particles to crystallize and agglomerate 

forming larger, flat particles with reduced specific surface. This problem is 
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more likely to happen in paste slakers since they operate at higher 

temperatures and in areas where mixing is not vigorous. Even though from a 

theoretical point of view temperatures around 100
o
C are desirable, from a 

practical point of view it is very difficult to slake successfully at these high 

temperatures without safety problems or adverse affects due to agglomeration. 

In practice slaking in lesser temperatures is more practical for optimum 

operation. The release of heat due to the exothermic reaction is different for 

different quality limes. A high-reactive, soft-burned lime will produce 1140 

kJ/kg (490 BTU /pound) of quicklime. A low reactive lime will produce about 

884 kJ/kg (380 BTU /pound) of quicklime. This energy (kJ) will bring the 

slurry temperature to a certain degree based on the temperature of dry lime, 

temperature of incoming water, and heat losses from the slaker vessel.  

As stated before, optimum temperature for slaking varies from job to job 

depending on equipment and site conditions. Since temperature is the most 

important factor affecting specific surface, temperature control is essential for 

a uniform quality product. Controlling a slaking process by lime to water ratio 

or slurry consistency is not the best way because of variables such as lime 

reactivity, incoming water and lime temperature, which results in a variation 

in hydrate quality. The optimum way to control a slaking process is by 

controlling the slaking temperature by varying the lime to water ratio as 

necessary 

 

D. Lime to water ratio 

The water to lime ratio also affects the slaking time by affecting the slaking 

temperature (Table 1). The higher the temperature, the shorter the slaking 

time is. Controlling a constant lime to water ratio in a slaking process does not 

guarantee a constant temperature. The temperature will vary due to the 

variation in the water temperature, lime reactivity, and quality of water, thus 

requiring operator adjustment frequently. As stated before, a better way to 

maintain a correct lime to water ratio is to control the slaking temperature. 

Slaking tests performed on the same lime with different water to lime ratios 

showed a significant difference in settling rate. In both cases, the samples were 

allowed to settle to 50% of their volume. 

Table 1: Lime to Water Ratio settling time 

 

Lime to Water Ratio 

 

Settling Time to 50% 

in Minutes 

 

Lime slaked with minimum 

theoretical  amount of water 

 

10 

 

 

Lime slaked with 10X theoretical water 

 

440 
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This clearly indicates that an excess amount of water used in slaking will 

result in smaller particles, assuming that the slaking temperature was the same. 

 

E. Degree of agitation during slaking 

The degree of agitation during the slaking process has an impact on the end 

product. Too little agitation will result in an uneven temperature within the 

slaking chamber resulting in hot and cold spots. The hot spots will result when 

slaking temperatures are over 100
o
C. Slaking at these temperatures will result 

in hexagonal crystals of a large size and reduced surface area; and 

agglomeration of particles and cold spots will result in either drowning or un-

hydrated particles of CaO. 

 

F. Viscosity of slurry 

The viscosity of hydroxide slurry can vary greatly from lime to lime as well as 

process conditions. Certain changes in the hydration conditions or impurities 

in the lime will increase the viscosity of the slurry, thus affecting settling time. 

Often times, the viscosity increases at slaking temperatures of 82°C (180°F) 

and above. The relationship of viscosity, particle size, specific surface and 

settling rate is not completely researched as of now. In general, it is presumed 

that the higher viscosity means a smaller particle size of hydrate, greater 

specific surface and slower settling rate. Variations of the viscosity of 

hydrated lime slurry have been reported between ranges of 45-700 centipoises. 

 

G. Slaking time 

Slaking time is the time required to complete hydration. This time varies from 

lime to lime. A high-reactive lime will hydrate completely in 2-3 minutes. 

Medium reactive limes will hydrate completely in 5-10 minutes. Low reactive 

limes, hard burned limes, and magnesium limes will hydrate in 15-30 minutes. 

The field results vary a great deal depending on field conditions. 

 

H. Air slaking 

Air slaking is caused by hydration of CaO with moisture in the air at ambient 

temperatures. The finer the particles of the quicklime the more prone to air 

slaking they are due to greater specific surface. Air slaking not only will 

produce extremely large particles of hydrate but will also convert calcium 

oxide to calcium carbonate due to the absorption of CO2 from the atmosphere. 

An air-slaked lime will not yield many kilojoules during slaking and will 

increase consumption due to the lack of reactivity. 

1.2.3. Water for hydration  

The water used in hydration may be drinkable or even brackish borehole water but 

water containing a large proportion of organic material can have a bad effect on the 

lime hydrate. The water required to slake quicklime to: 
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A. a dry lime hydrate is around 550 litres per tonne quicklime, 

B. a lime putty is around 1300 litres per tonne quicklime depending on 

the consistency preferred. 

The exact quantities required will vary from one quicklime to another and can best be 

determined by trial and error. In general however, highly reactive porous type 

quicklime will require a greater proportion of water than dense or over burnt 

quicklime. Also, dolomitic lime will normally require less water in hydration since 

only small portions of the MgO content, if any, actually hydrate. 

Water chemistry is a major factor in the slaking process. Presence of certain 

chemicals in the slaking water will accelerate or hinder the slaking process. Water 

with high dissolved solids generally causes excessive foaming, which results in 

operational problems. Waters containing over 500Mg/l of sulfates or sulfites are 

unsuitable for slaking. This is true for paste and slurry-type lime slakers. Ball mill 

slakers, because of their ability to grind the particles of lime, are not affected as much 

by the presence of sulfates or sulfites in the slaking water. The sulfates or sulfites 

cover the surface of the lime pebbles and will not allow water to penetrate the pores; 

therefore the slaking is greatly retarded. To slake under these conditions, the lime 

particles must be continuously abraded to expose new surfaces to water for slaking. 

Figure 4 shows the effects of temperature rise versus time for water containing 

sulfates. Some chemicals have an accelerating effect on the slaking process. These are 

chlorides and sugars. 

 

 
Figure 4: Effect of sulfates on lime slaking 
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Water temperature 

The slaking water temperature has a great influence on the slaking process and 

specific surface of the hydrate particles. The incoming water temperature and 

the water to lime ratio inversely affect the slaking time. Cool slaking water 

should not contact the dry lime in the slaker. The water and lime must enter 

the slaker apart from each other so that by the time the water comes in contact 

with the lime; its temperature is raised to over 65°C (150°F). If cool water and 

lime come in contact, a condition called ñdrowningò takes place. Particles of 

hydrate formed under ñdrowningò conditions are very coarse and not very 

reactive. 

1.2.4. Rate of hydration  

The rate of hydration is determined by the type of stone that is fired to start with, and 

the conditions to which it is subjected during firing. Complete hydration can take 

place in a matter of a few minutes or continue over a period of months.  

The factors which determine the rate of hydration are: 

 

(a) Quicklime with a high MgO content has a slow rate of hydration since 

it is normally over burnt when fired at the temperature necessary to 

calcine CaCO3. 

(b) A pure, high calcium lime hydrates faster than one containing 

impurities. Impurities cause the stone to over burn at lower 

temperatures which reduces porosity and consequently the rate of 

hydration. 

(c) Lightly burnt, porous quicklime will hydrate faster than an over burnt, 

dense one. 

(d) If quicklime is crushed to a size smaller than 25 mm, the rate of 

hydration is increased. 

(e) The rate of hydration increases with an increase of both the 

temperature of the quicklime lumps and of the water used for slaking. 

If the quicklime lumps are slaked immediately after they are extracted 

from the kiln, i.e. whilst they are still slightly hot, and the heat from the 

waste gases is used to heat the water of hydration, the rate can be 

increased. With some limes a 10% increase in water temperature could 

as much as double the rate of hydration. 

(f) The use of an excess amount of water applied to the quicklime at a 

rapid rate retards the rate of hydration. 

(g) If the quicklime and water mixture is agitated during hydration the rate 

is increased. 
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1.3   Reaction kinetics and mechanisms  

 

Lime is often slaked prior to use, and even when quicklime is added directly to a 

solution to, for example, remove carbonate from that solution; it seems very likely 

that partial or complete slaking of the lime will occur first. However, despite the 

enormous importance of lime slaking, little is known about the reaction kinetics and 

almost nothing about the reaction mechanism. Most of the work reported to date is in 

the Eastern European literature. Zozulya et al. found that the rate at which quicklime 

is hydrated increases with increasing lime surface area and the temperature at which 

the lime is slaked, and that the higher the temperature at which quicklime is 

manufactured by de-carbonation of calcium carbonate, the less active is the resulting 

quicklime. These authors concluded that lime hydration is diffusion controlled and 

depends predominantly on the degree of super-saturation of the liquid phase with 

calcium hydroxide. Ovechkin et al., using a high calcium lime, found that the rate of 

lime slaking increased with temperature but observed little effect of grain size. They 

too concluded that the reaction was diffusion controlled, at least in the final stages of 

slaking. 

 

Following the classical study of I.M.Ritchie "The kinetics of Lime Slaking" 

irrespective of whether the lime slaking reaction was carried out in water or in 

solutions containing either calcium nitrate or sodium hydroxide, the slaking rate was 

found to be approximately constant at any given disc rotation speed. This can be seen 

from the plots of amount of calcium oxide dissolved against time shown in Figure 5 

and Figure 6  for the particular cases of the slaking reaction in water, determined 

from conductance measurements, and in 0.03 M sodium hydroxide, determined from 

analysis of the calcium content of the solution by atomic absorption spectro-

photometry. 

 
 

Figure 5: Amount of CaO dissolved, at various speeds  
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1.3.1 Reaction kinetics  

(a) Reaction rate. Irrespective of whether the lime slaking reaction was carried 

out in water or in solutions containing either  calcium nitrate or sodium 

hydroxide, the slaking rate was found to be approximately constant at any 

given disc rotation speed. This can be seen from the plots of amount to f 

calcium oxide dissolved against time shown in Figure 5 and Figure 6 for the 

particular cases of the slaking reaction in water, determined from conductance 

measurements, and in0.03M sodium hydroxide, determined from analysis of 

the calcium content of the solution by atomic absorption spectro-photometry. 

It is apparent that when the reaction insufficiently rapid, the rate plots 

(e.g.at600r.p.m.) show as light curvature corresponding to small decrease in 

reaction rate with time. One possible cause of this slight reduction in rate will  

be discussed later. In the meantime, it  is sufficient to note that the reaction is 

essentially zero order, and the slope of the lines gives the zero order rate 

constant, ko. 

(b) Effect of rotation speed .It is clear from both Figure 5 and Figure 6 that 

the dissolution rate is strongly dependent on disc rotation speed indicating 

that the reaction is largely controlled by either the diffusion of some reactant 

species to the oxide surface, or the diffusion of some product species away 

from the oxide surface. 

 

Figure 6: Amount of Calcium oxide dissolved in 0.003 M sodium hydroxide 
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Figure 7 shows the dependence of the zero order rate constant, ko, on the 

square root of the disc rotation speed, to for different concentrations of 

sodium hydroxide. It can be seen that at the lowest reaction rates (highest 

sodium hydroxide concentrations), ko is directly proportional to the square 

root of the disc rotation speed, indicating that the reaction is under diffusion 

control.  

 
 

 

 

Figure 7: Variation of the zero order rates 

However, at the highest reaction rates ( lowest sodium hydroxide 

concentrations), ko tends to fall off with increasing rotation speed, suggest in 

that the reaction is going from diffusion to chemical control. In the case of 

the reaction with water, the rate constant is essentially independent of rotation 

speed at the highest rotation speeds investigated (1000r.p.m.), behavior which 

is characteristic of chemical control. 

 

Similar results were obtained for their action of calcium oxide with the 

solutions containing various concentrations   of calcium nitrates i.e. the 

reaction rate constant became progressively smaller and more directly 

proportional to the square root of the angular velocity of the disc as the 

calcium nitrate concentration was increased. 

 

A rate constant, k, which is independent o f the angular velocity can be 

defined by the ratio hoi(J)I. For those systems in which the reaction 

becomes partly chemically controlled at high rotation speeds, we define k  as 

being equal to the tangent to the curve as Co tends to zero i.e. when the 

reaction is most likely to be under diffusion control. 
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(c) Effect of concentration of Ca2 + or  OH-. As noted above, the effect to f 

increasing the concentration o f Ca2+ or OH
-
 io ns in the slaking solution is 

to reduce the slaking rate. This is shown graphically in Fig.5 in which the 

logarithm of the slaking rate constant k[molesCa2+ dissolving in solution 

per m
2
 of CaO disc per second per (radian per second) is plotted against the 

logarithm of the  concentration,  either Ca2+  or OH
-
. Provided that neither 

the Ca2+ nor the OH
-
 concentration   isabove10

-2
   M, the rate constant k is 

essentially that of water, but above this concentration, k decreases and more 

rapidly so in the presence of OH
-l
 than in the presence of Ca2+. 

 

(d) Effect of temperature . The effect of temperature on the kinetics of the 

slaking reaction in water was examined, and the results shown in the 

Arrhenius plot of Figure 8 were obtained. 

The points are a reasonable fit  to a straight line, from the slope of which 

activation energy of 13.6±1.2kJmol
-1 

was calculated. This low value is 

consistent with the effect to f disc rotation speed and indicative of diffusion 

control. 

 

 
Figure 8: Arrhenius plot for the slaking of lime in water 

 

1.3.2 Mechanism of the  slaking  reaction  
 

 

(a) General 

considerations .Inaformalsense,theslakingreactioncanbeconsideredtoproce

edinthree steps: Step 1,theconversion of calcium oxide to calcium hydroxide 

CaO+H2OŸ Ca(OH)2  e 

followed by Step 2, the dissolution of calcium hydroxide to give calcium 

ions and hydroxide ions in solution 

Ca(OH)2  ŸCa
2+

 +2OH
-
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and Step  3, the diffusion of the calcium ions and hydroxide ions into the 

bulk of the solution. 

Because the reaction shows a strong dependence on disc rotation speed and 

low activation energy, it must be diffusion controlled. Step1cannot be 

diffusion controlled because the rate constants are too small for a reactant 

whose bulk concentration is56M. On the other hand, Step3 could be rate 

controlling and would give a zero order process, as observed. 

 

If the diffusion step governs the rate of the reaction, the dissolution step will 

be at equilibrium i.e. there will  be a film of solid calcium hydroxide on the 

reacting lime surface which is in equilibrium with calcium ions and 

hydroxide ions in solution at the reacting surface. The diffusion of calcium 

ions and hydroxide ions away from the surface will  be described by the 

Levich equation. 

 

It is convenient to discuss three special cases: the slaking of lime with water; 

the slaking of lime with a high concentration o f  calcium ions in solution, 

and the slaking of lime with a high concentration o f  hydroxide ions in 

solution. 

 

The slaking of lime with water  
According to the Levich equation, the dissolution rate, 8, for a reaction 

controlled by the rate of diffusion of calcium hydroxide away from a surface 

at which there is a saturated solution of calcium hydroxide into water is: 

 

S=0.62 D(Ca(OH)2)
2/3

p
-1/6

(J)1/2[Ca(OH)2]s   Eq. 1 

 

where: D(Ca(OH)2)  is the diffusion coefficient of calcium hydroxide in 

water, u is the kinematic viscosity of water and [Ca(OH)2]s is the 

concentration of a saturated solution of calcium hydroxide at the reacting 

surface. Since: ko=8 

and k=ko/(J)~, 

k=0.62D(Ca(OH)2)
2/3

v-1/6  [Ca(OH)2]s      Eq. 2 

The kinematic viscosity is given in the Handbook of Chemistry and 

Physics, and so k can be estimated   provided values for D(Ca(OH)2)   and 

[Ca(OH)2]s are known. 

 

Hedin has reported that the value of the diffusion coefficient for calcium 

hydroxide  depends  quite   strongly  on t he concentration,   dropping  from: 

17.47X10-10m
2
S

-1
at1.07X10-3Mto 

13.85X10-10m
2
S

-1
at1.93X10-2M 
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this latter concentration being close to the solubility of a standard solution of 

calcium hydroxide. In the mechanism suggested here, the calcium hydroxide 

is assumed to be saturated at the dissolving surface, and so it seems 

reasonable to assume a value of: 

D (Ca (OH)2 ) = 14 × 10
- l
 o m 

2
 s

- 1
 

for the purposes of these calculations. 

By approximating activities with concentrations, [Ca(OH)2] can be estimated 

from the solubility product, Ks, via 

[Ca(OH)2] = (Ks /4) 
1/3          

Eq. 3 

 

where Ks= 6.5 × 10 -6 M 3 has been calculated from the average of the log 

Ks values listed in Sillen and Martell. 

Substituting these numbers into [Ca(OH)2] = (Ks /4) 1/3          Eq. 3 we obtain a value 

of: 

k equal to 9.2 × 10
- 5

 tool m
- 2

 s
-1

 

which is in reasonable agreement with the experimental value of: 

 (12.0± 2.5) × 10 
-5
 mol m

-2
 s- ½  

considering the approximations made in the calculations. 

 

(b) Effect of temperature . A theoretical estimate of the activation energy for 

the slaking of lime in water can be made by taking logarithms of 

k=0.62D(Ca(OH)2)
2/3v-1/6  [Ca(OH)2]s      Eq. 2 and differentiating 

 

E a =d In S/d(1/T) =d In D(Ca(OH)2)
2/3

/d(1/T) 

+dln~-~/G/d(1/T)+dlnK~/3/d(1/T)      Eq. 4 

 

Literature values for the terms on the right hand side of +dln~-

~/G/d(1/T)+dlnK~/3/d(1/T)      Eq. 4 can now be introduced. According to Levich, 

activation energies for diffusion are generally of the order of 12 kJ mol 
- 1

, 

while that for viscosity is about -16 kJ mo1
-1
. The enthalpy for the heat of 

solution of calcium hydroxide is 16.3 kJ mo1
-1
. Substituting these numbers, 

we obtain Ea~ 16 kJ mo1
-1
 in reasonable agreement with the measured value 

of 13.6±1.2 kJ mol
- 1

. 

1.3.4 Equilibrium and free energy conditions of Ca(OH) 2 

 

Figure 9 shows the calculated equilibrium pressure of H2O over Ca(OH)2 for various 

temperatures. The calculation indicates 50 vol% steam at 200 °C is enough for CaO 

hydration. At 400°C, the equilibrium pressure of H2O over Ca(OH)2 is about 0.1 atm, 

i.e., 10 vol%. When the temperature is increased to 500°C, the equilibrium pressure of 
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H2O is about 1 atm. Figure 10 showed the weight loss curve of hydrated sorbent at 

different temperature in TGA in pure N2 atmosphere, this result confirmed that most 

of CaO was converted to Ca(OH)2 during sorbent hydration steps. The free energy of 

calcium hydroxide decomposition in several conditions is shown in Figure 11. 

 

 
Figure 9: Equilibrium pressure (atm) of H2O over Ca(OH)2. 

 
Figure 10: Weight loss of hydrated sorbent 
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Figure 11: Free energy of the calcium hydroxide decomposition reaction versus 

temperature at 1 atmosphere, 10
ī3

 Torr, and 10
ī5

 Torr water partial pressures. 
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2. Hydration at temperatures above 

100oC. Hydration over vapors. 

Reduction of size during hydration 

2.1 Introduction  

In the previous chapter the kinetics and mechanisms of calcium oxide hydration was 

discussed in details. The hydration (except some sub clause) was faced as addition of 

the slaking water at ambient temperature. Chapter 2 is focusing on calcium oxide 

hydration at temperatures above 100
o
C including also the hydration over vapors. The 

kinetics and mechanisms in this particular case are also discussed. Finally clause 2.4 

deals with the reduction of size of CaO which occurs during hydration. 

 

2.2 Effects of temperature on the hydration  characteristics of 

free lime  

The hydration rate of CaO is closely related to the hydration reaction temperature. 

Raising the hydration reaction temperature can make the reactant obtain enough 

energy to surmount reaction the potential barrier, thus increasing reaction rate 

effectively. The effect of the hydration reaction temperature on CaO with high 

activation energy and some impurities is more obvious than that on pure CaO. The f-

CaO in Portland cement clinker forms in coexistence with many other oxides coexists. 

Thus, it has higher hydration activation energy, so the ambient temperature has a great 

influence on the disappearance and hydration rate of CaO. 

 

2.3 Hydration over vapors  

Hydration of lime, discussed in details in the previous chapter, is a reaction of great 

commercial importance, both as a method of application of quicklime and in the 

manufacture of the commercial product, hydrated lime. Therefore a considerable 

amount of work is continuously being reported on the conditions and performance of 

the reaction in order to obtain a product with the required characteristics. 

 

Hydration of calcium oxide (lime) by liquid water is a very well-known reaction due 

to large domain of applications of hydrated calcium oxide in industry. It is however 

surprising to see that only few papers have been published on the ñdryò hydration of 

CaO or the interaction of water vapor with this oxide in comparison with the recent 

growing interest of studies about CO2 interactions on calcium oxides. 

D.R. Glasson studied the interaction of water vapor with different kinds of lime with 

specific surface areas from 1 to 100 m
2
 g

-1
 and he observed the agglomeration of 
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particles during hydration at room temperature. A theoretical model for this reaction 

has been developed with some experiments on CaO pellets at different water vapor 

pressure and temperature. They found that the two most important variables were the 

water vapor pressure and the calcination temperature. In some recent works on CaO 

based sorbents, an anti-Arrhenius behavior was observed and the author linked this 

phenomenon to the initial content of CaO. They also studied the CaO hydration and 

Ca(OH)2 decomposition over a multitude of cycles with as starting material crushed 

and sieved limestone (CaCO3). The hydration rate decreased with increasing number 

of cycles. 

 

This reaction is also extremely interesting from the point of view of chemical reaction 

engineering because the system involves a reaction of explosive violence between 

solid calcium oxide and water leading to the formation of the solid product, calcium 

hydroxide. 

The speed and exo-thermicity of the reaction may cause unusual temperature profiles 

in the solid, breakage and complex phenomena (coalescence and dispersion of small 

particles), leading to a complex mathematical description of the reacting system. 

However, little effort has been devoted to the study of the kinetic behavior of the 

reaction and the design of industrial reactors, and it is very difficult to relate 

fundamentals such as the diffusion coefficient and activation energies reported in the 

literature for the dissolution of calcium oxide to the technical equipment used in 

industry for applied purposes. 

 

Dutta and Shirai have shown the kinetic behavior of the reaction by following the 

time-temperature profiles inside a big reacting sphere of pure calcium oxide. The 

experimental curves were explained in terms of two different phenomena: the first 

corresponding to the solid-liquid interfacial reaction between lime and water and the 

second to the gas-solid reaction between water in the vapor form and calcium oxide. 

The purpose of this work is the development of a suitable mathematical model for the 

description of the solid-liquid reaction between calcium oxide and water from 

experiments performed under adiabatic conditions and the evaluation of the kinetic 

parameters of the process. 

Two main problems are associated with the heterogeneous chemical reaction:  

(a) the extremely fast evolution of heat, and  

(b) the fact that the volumes of product and reagent are different, leading to 

thermal and mechanical stresses inside the solid body, causing it to develop 

cracks to various degrees, plugging the initial pores and leading to the 

development of new porosity as the reaction proceeds. 

Both phenomena take place in the initial stages of the reaction depending on the 

liquid-to-solid ratio and physico-chemical properties of the reagent (calcium oxide). 
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2.3.1. Influence of wat er vapor pressure  

The influence of the water vapor pressure on the kinetic curves is illustrated in Figure 

12 .  All experiments were realized with the soft burnt limes powder. The temperature 

was fixed at 150ÁC for all tests. According to the experimental Ŭ(t) curves, the higher 

the pressure, the faster the reaction (Figure 12a). The maximal fractional extent 

observed for 80 and 160 hPa reaches mainly 1, which means that SBL powder can be 

totally transformed into Ca(OH)2. The rate versus Ŭ curve exhibits a maximum for the 

higher pressure experiment. It seems that all the curves present such a maximum close 

to the initial time. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

2.3.2. Influence of temperature  

Figure 13 shows Ŭ(t) curves obtained at various temperatures for soft burnt limes and 

hard burnt limes samples. It can be seen that for both powders the higher the 

temperature, the slower the hydration. This can be observed from the dŬ/dt(Ŭ) curves 

shown in Figure 14 for SBL CaO powder. Such a behavior is quite unusual. We 

could also note that the maximum of the curves moves from Ŭ=0.05 to nearly 0.4 

when temperature increased. 

 

 

 
Figure 12(a) (b): Influence of water vapor pressure o the hydration 



2. Hydration at temperatures above 100
o
C. Hydration with spraying systems. Hydration over vapors 

 

   Prof. Stamatis Tsimas, Prof. Angeliki Moutsatsou , School of Chemical Engineering  NTUA 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

From the paper of E. Serris et al. we can imagine that the growth of Ca(OH)2 may 

proceed according to two possible mechanisms. Indeed, calcium di-hydroxide 

crystallizes in hexagonal structure, which presents a strong anisotropy. So two 

directions of growth may be considered: either perpendicular or parallel to the 

hexagonal planes of the Ca(OH)2 structure. Figure 15 illustrates schematically the 

differences in both possible mechanisms. The so-called perpendicular growth 

proceeds quite usual in gasïsolid reactions: according to the mechanism described 

above and the inward advance of the internal interface. In the parallel mechanism, 

after the adsorption, the diffusion of calcium and oxygen ions may proceed from the 

 

 

Figure 13: Influence of temperature on hydration of SBL and HBL 

Figure 14: Influence of the temperature on the kinetic rate of hydration of SBL CaO powder with a 

water vapor pressure of 80 hPa.. 
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internal interface by the side of the hexagonal planes of Ca(OH)2, thus leading to their 

possible extension by reacting with hydroxyls and proton ions present at the surface.  

 

 

 

 
Figure 15: Schemes of perpendicular (a) and parallel (b) growth processes. Bold and 

dashed arrows indicate the direction of diffusing species and of development of 

Ca(OH)2, respectively 

 

This second way of Ca(OH)2 growth better explains the gypsum flower micro 

structure observed by SEM in the hydrated samples. Thus the parallel mechanism 

seems to be predominant in both kinds of powders. However, the perpendicular one 

may occur too, at least in the firsts moments of the reaction, and as long as the 

thickness of Ca(OH)2 layer remains low. In such anisotropic crystals, the diffusion in 

the direction perpendicular to the layers is generally slow compared to surface 

diffusion, especially at the temperatures investigated in this study (lower than 420 

°C). In the case of Soft Burnt Limes powder, where numerous open pores exist inside 

the aggregates, the reaction takes place in each particle separately, without interaction 

with the neighboring particles. Thus the water vapor may easily circulate inside the 

porosity, which is in favor of a total conversion of CaO into Ca(OH)2. On the other 

hand, since the HBL powder is composed of very compact aggregates, the parallel 

growth leads to much more continuous layers of Ca(OH)2, which tend to envelop very 

large areas of the aggregates. As a consequence, the access of the reacting gas inside 

the aggregates is strongly reduced, and it results in an incomplete transformation, the 

perpendicular growth being too sluggish in the temperature range investigated (up to 

420°C). 

 

In concluding CaO hydration by water vapor leads to the following remarks  

(a) the influence of water vapor pressure enhanced the kinetics of reaction with a 

linear dependence of the pressure on the rate 

(b) an anti-Arrhenius behavior was observed for the temperature dependence, due 

to extremely exothermic reaction combined with a rate determining step 

leading to an expression of the rate including all the steps and  

(c) a ñblocking effectò was also observed for only one of the powders (less inter 

aggregate porosity) with ñin fineò packed aggregates attributed to the growth 

of Ca(OH)2 continuous layers around the aggregates. 
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In Figure 16 data corresponding to experimental results at 450ºC and four different 

partial steam pressures (PH2O 100, 75, 65 and 50kPa), using 3mg samples of 

Compostilla limestone (100-200ɛm), an initial calcination at 800ÜC during 10min and 

a total gas flow of 7.3Ĭ10ī6m
3
 s

-1
 (STP). As can be seen in this figure after a fast 

initial kinetic regime there is a smooth change in the reaction rate to a slower reaction 

regime. The experimental results show that complete conversion can be achieved 

within 20-30s under high partial steam pressures (i.e. 100 or 75kPa) which are the 

most favorable hydration conditions for these experiments.  

 

The fluctuations in hydration conversion between 0.85-1 are attributed to inherent 

experimental measurement errors, as no-similar trend has been observed in other 

experiments. These experimental results reveal a much faster hydration reaction than 

expected when compared to the kinetic results described by other authors in the state 

of the art. As pointed out in the experimental section, special care was taken to 

minimize diffusional resistances related to the experimental setup, gas solid flows or 

sample mass. The absence of these resistances during the kinetic reaction test could 

explain why the rate of the hydration reactions in Figure 16 is somewhat higher than 

expected 

 

 
Figure 16: Hydration conversion (XHy) vs. time 
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2.4 Hydration and reduction of size  
 

Based on Shunji Homma et al. there are not a few cases that the overall particle size is 

changed during the reaction unlike the situation assumed in the unreacted shrinking 

core model. When the density of the converted solid material is different from that of 

the solid reactant, the particle shrinks or swells depending on the density ratio. 

Considering this effect, Rehmatand Saxena (1976) and Rehmat et al (1978) obtained 

the conversionïtime relationship for non-isothermal and non-catalytic reactions.  

It is the first to take into account the variation in sizes of both the unreacted core and 

the particle itself. 

 

Chemical reaction by which the converted solid material is consumed, also causes the 

reduction of the particle size. In this case, both the unreacted core and the particle 

itself shrink with different speeds, so that two moving surfaces, reaction fronts, must 

be taken into account in the reaction model. In other words, the reaction model will be 

a combination of the unreacted shrinking core model and the shrinking particle model. 

Although it is a simple idea to represent this situation, the combined reaction model 

has been presented quite recently (Braun et al., 2000; Ogata et al., 2004). 

 

According Chung-Yu Cheng et al, water reacts with calcium oxide existing in bigger 

ash particles core and produces calcium hydroxide following the well known 

chemical equation: 

CaO + H2O Ÿ Ca(OH)2 

Since the molar volume of calcium oxide is 16.9 cm
3
/mol and that of calcium 

hydroxide is 33 cm
3
/mol, the formation of calcium hydroxide at the sorbent core 

causes the volume expansion of the sorbent core and destructs the calcium oxide shell. 

The hydration reaction of these ashes includes two stages. In the first stage, the water 

molecules diffuse through the shell and react with calcium oxide via an adsorptionï

surface reaction mechanism. In the second stage, the calcium hydroxide crystals grow 

in the normal and tangential directions on the calcium oxide surface. 

 

Scientists from the University of Leeds are using the UK's national synchrotron to 

investigate the efficiency of calcium oxide (CaO) based materials as carbon dioxide 

(CO2) sorbents. Their results, published in the journal of Energy & Environmental 

Science, provide an explanation for one of the key mechanisms involved. This new 

knowledge will inform efforts to improve the efficiency of this economically viable 

method of carbon capture and storage. The observations of the scientists suggest a 

mechanism for the interaction between CaO and water during hydration. 

 

They found that the stresses in the calcium hydroxide phase when bound to CaO were 

more than 20 times higher than its strength, leading to disintegration and the 

generation of nano-sized crystallites. Although the generation of a high surface area is 

a good thing, mechanical friability needs to be kept in check in order to achieve long 
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term reliability for these systems. The analysis provides an explanation of the 

enhanced capture/disintegration observed in CaO in the presence of steam.  

 

The hydration of CaO readily forms a shell of calcium hydroxide when exposed to 

water in the air (right). Due to differences in atomic congurations (Figure 17, top left) 

between the oxide and hydroxides, enormous strains develop due to the interface. 

These strains of 0.78% lead to stresses 20 times higher than the rupture strength of the 

hydroxide leading to rupture and the generation of nano-particles.  Deconvolution of 

the data generated by Diamond (Figure 17, bottom left) allows the Leeds team to 

determine the size and strain in these layers, from the breadth of the peaks (the peaks 

from CaOH are far narrower than CaO).  

 

 
Figure 17: The hydration of CaO readily forms a shell of calcium hydroxide when 

exposed to water 

 

 

2.5 Particle breakage model  

 
Figure 18 shows a pictorial representation of a small section through a particle. The 

spent sorbent (CaO) is treated as a sphere with initial radius r0. Owing to the larger 

volume of Ca(OH)2 relative to CaO, during hydration the particleôs outer radius 

increases to r2, whereas the un-reacted core has a radius r1.  

 

Equation 5 is a mole balance for the conversion of CaO to Ca(OH)2. 

 

                               Eq. 5 

 

Here, ɟx is the density and Ůx the envelope porosity of species x.  
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Equation 6 gives the conversion to Ca(OH)2: 

   

                 Eq. 6 

  

Substitution of Equation 6 into Equation 5 give Equation 7. 

 

  Eq. 7 

  

Now defining Ŭ (Equation 8): 

   

   Eq. 8 

 

and rearranging, Equation 9 is obtained: 

   

    Eq. 9 

 

Equation 9 defines the circumferential strain, ȹr/r0, in the particle. The situation is 

that the first shell of Ca(OH)2 formed is pushed further and further out as the particle 

expands.  

 

The strain can be related to the stress, ů, by Hookeôs law in an orthogonal coordinate 

system for an isotropic material, as described in Equation 10 (assuming pseudo-

equilibrium). 

   

     Eq. 10 

 

In Equation 10 E is Youngôs modulus and ɡ is Poissonôs ratio for Ca(OH)2. 

Substitution of the strain (ȹr/r) from Equation 10 into Equation 9 and rearranging 

yields Equation 11 

 

. 

    Eq.11 
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 Equation 11 can be used to estimate the stress in the outermost layer of Ca(OH)2 as a 

function of conversion, using densities of CaO and Ca(OH)2 from Perry and Green, 

with Youngôs Modulus from Monteiro and Chang.  

 

The porosity of the Ca(OH)2 which was formed was assumed to be 0.19, which was 

calculated using the average porosity of the CaO following dehydration of 0.73. 
 

 

 
Figure 18: Particle breakage model. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

http://www.sciencedirect.com/science/article/pii/S1540748910003172
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3. Hydration in the presence of other 

gases similar to flue gases 

 

 

3.1 Introduction  

Focusing on this topic and since in most cases the existence of CO2 and SO2 is 

predominant in the flue gases, the carbonation of calcium oxide by carbon dioxide, as 

well the desulfurization process based on the use of CaO must be faced either 

separately or in combination. Except carbonation and desulfurization under 

investigation is the momentum of hydration as it will be explained in details. 

 

3.2. The carbonation of calcium oxide by carbon d ioxide  

 

3.2.1 General  

 Current techniques for post-combustion carbon capture filter out CO2 from a power 

plant's flue gases as they travel up a chimney. The filter is a solvent that absorbs the 

CO2, before being heated, releasing water vapour and leaving behind the CO2. In pre-

combustion, the CO2 is filtered out by use of a catalytic converter before the fossil 

fuel is burned and the CO2 is diluted by other flue gases. These methods can prevent 

80% to 90% of a power plant's carbon emissions from entering the atmosphere 

CaO based materials have a large range of applications including pre- and post-

combustion carbon capture technologies and thermochemical fuel upgrading. They 

are low cost, high abundance, have a large sorption capacity and fast reaction rates 

during the chemical process. They capture CO2 in the temperature range 400-800
o
C 

via the formation of calcium carbonate (CaCO3) which can be regenerated with 

subsequent release of CO2, ready for compression and storage. However, after 

multiple capture and regeneration cycles, the materials' capacity for capture decreases 

due to the loss of surface area through sintering, a process that fuses powders together 

to create a single solid object. Although the surface area can be restored through 

hydration, the material suffers a reduction in mechanical strength. If these problems 

can be overcome, CaO based materials could provide a low cost answer for carbon 

capture on a very large scale. 

http://phys.org/tags/carbon+capture/
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3.2.2. Gas -solid reactions  

A number of non-catalytic gasïsolid reactions have been widely employed in the 

industries for energy production and environmental protection. Particularly, the 

carbonation reaction of CaO with CO2 has been studied for the applications such as 

the CO2 separation from flue gas or from syngas, the storage of energy, chemical heat 

pump, and the clean hydrogen production by reaction integrated coal gasification. 

 

It is well known that the gasïsolid CO2ïCaO reaction proceeds through two rate 

controlling regimes. At the very initial stage of reaction, the reaction occurs rapidly 

by heterogeneous surface chemical reaction kinetics. Following this initial stage, as 

compact layer of product CaCO3 is developed on the outer region of a CaO particle, 

the rate of reaction decreases due to the diffusion limitation of reacting species 

through the layer. It has been reported that the reaction does not proceed to the 

complete conversion of CaO, with ultimate conversions in the range of 70ï80% or up 

to 90%. In order to describe such gasïsolid reaction kinetics, various models have 

been introduced.  

 

Most classical are the continuous model and the un-reacted core model. Because the 

continuous model assumes that the diffusion of gaseous reactant into a particle is 

rapid enough compared to chemical reaction, it is not good for representing the CaO 

carbonation reaction in diffusion control regime. Un-reacted core model known as 

shrinking core model assumes that the reaction zone is restricted to a thin front 

advancing from the outer surface into the particle, which is represented by Eq.1 

t/Ű = 1- (1-ɉ)
1/3

                                                   ( 1Ŭ) 

t/Ű = 1- 3(1-ɉ)
2/3

 + 2 (1-ɉ)                                  ( 1ɓ) 

where, t is the time; X, the conversion of CaO; and Ű is the time required to completely 

convert an unreacted particle into product. While Eq. (1a) is for chemical reaction 

control regime, Eq. (1b) for diffusion control regime. This model could be applied for 

the CaO-carbonation reaction kinetics. However, as the model predicts the complete 

conversion, X = 1 at t = Ű, it is not good for properly describing the actual kinetic 

behavior in the diffusion control regime of CaO-carbonation. It is also inconvenient to 

get the conversion using this model because the conversion X is implicitly given as a 

function of time. Bhatia and Perlmutter developed the random pore model as given 

below to correlate reaction behavior with the internal pore structure: 
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where ɣ is a structural parameter depending on the surface area, porosity, and the 

initial total length of pore system per unit volume, and kô, k∂ are rate constants. Eq. 

(2a) is for chemical reaction control regime, and Eq. (2b) for diffusion control regime. 

They employed Eq. (2b) to obtain kinetic parameters. This model is informative for 

understanding by what structural parameters the rate of (CaO-carbonation reaction) is 

determined, however, very complex to employ. 

 

From a practical point of view, in such processes for which the CaO-carbonation is 

employed as listed above, a kinetic equation with the best fit to experimental 

conversion data is very useful for the process design, or modeling.  

 

ɇhe capture of CO2 from air via two carbonation reactions:  

 

(I) CaO + air (500 ppm CO2)ŸCaCO3 

in the temperature range 300ï450°C, and 

(II) Ca(OH )2+air (500 ppm CO2)ŸCaCO3+H2O  

in the temperature range 200ï425°C. 

 

shows that the rate of CaO-carbonation is initially chemically-controlled but 

undergoes a transition to a diffusion-controlled regime, and can be well described by 

the un-reacted core kinetic model. 

 

The rate of Ca(OH)2-carbonation is predominantly chemically controlled and can be 

well described by a kinetic model that considers the formation of an interface of water 

molecules or OH-ions, and the intrinsic chemical reaction taking place only over the 

surface that is not covered by CaCO3. Water catalyzes the CaO-carbonation to such an 

extent that, in the first 20 min, the reaction proceeds to50% extent at a rate that is 

about 22 times faster, and the reaction extent attains up to 80% at 400°C after 100 

min. Within residence times of 0.11ï0.17s, the uptake of CO2 from air containing 500 

ppm is high during the first reaction minute (for example, it reaches up to 60% for 
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CaO with added H2O) and decreases with time following Avramiôs empirical rate law. 

The kinetic models applied for the carbonation of CaO, Ca(OH)2, and CaO with 

added H2O are able to describe the reaction rates with reasonable accuracy. 

 

 

3.3 Flue gas desulfurization with calcium oxide  

The use of lime for treating flue gases is a proven technology. Flue gas is generated 

from the thermal treatment process in Energy from Waste plants (EfW) and contains 

acidic gases such as hydrogen chloride, sulphur dioxide and hydrogen fluoride. The 

use of lime in the three main flue gas treatment processes of; dry, semi-dry and wet 

processes shows its flexibility and adaptability in its worldwide application.  

 

Calcium carbonate (chalk), calcium oxide (quicklime) or calcium hydroxide (hydrated 

lime) can be used to neutralize acidic gases and remove sulphur dioxide from both 

EfW plants and power stations. This ensures that plants comply with both local and 

European environmental legislation for air emissions. Together with the new flue gas 

treatment equipment technologies, lime is the most cost effective alkali that can be 

used for this kind of treatment, with less dosage and less waste production compared 

with other reagents.  

 

The number of Energy from Waste plants in the UK is due to rise significantly in the 

near future, as the cost of land-filling waste is set to increase dramatically. Lime 

products can therefore provide a cost effective, efficient solution to the treatment of 

flue gases generated from the energy recovery process, which reduces the waste 

volumes sent to landfill. 

 

Hydrated lime is fluidized in air and injected straight into the exhaust ducting. 

Generally, over 99% of the HCl, over 95% of the HF and over 95% of SO2 can be 

removed. The neutralization reactions are as follows: 

 

Ca(OH)2+2HClŸCaCl2+2H2O 

Ca(OH)2+2HFŸCaF2 + 2H2O 

Ca(OH)2 + SO2 Ÿ CaSO3 + H2O 

Ca (OH)2 + SO2 + 0.5O2 Ÿ CaSO4 +H2O 

 

Transformed into calcium chloride, calcium sulphite, calcium sulphate and calcium 

fluoride, the acidic gases are captured on bag filters as solids (similar to the semi-dry 

scrubbing technique).  

 

The excess hydrated lime can be re-circulated to improve utilization. 

Apart from the content of available hydrated lime, the reactive surface area is also of 

importance for removal efficiency. The high degree of fineness of industrial hydrated 

limes also increases the efficiency in eliminating acid gas components. 



3.  Hydration in the presence of other gases similar to flue gases 

 

   Prof. Stamatis Tsimas, Prof. Angeliki Moutsatsou , School of Chemical Engineering  NTUA 

3.3.1 The reactivation  of CaO 

 

Hydrated lime (Ca(OH)2) used in pulverized or fluidized bed combustors for SO2 

removal suffer from low reactivity and low utilization rate. In spite of being 

economical and easily retrofit table in the existing utility units, dry sorbent processes 

fail to be more competitive with other more expensive SO2 control technologies due to 

their poor SO2 removal efficiency and low sorbent utilization. Typically, less than 

50% of the available calcium is converted to high molar volume calcium sulfate 

product which causes pore blocking and pore mouth plugging and renders the sorbent 

ineffective for any further SO2 capture. The spent sorbent from pulverized combustors 

(PC's) exhibits less than 35% calcium utilization, while for circulating fluidized bed 

combustors (CFB's), up to 45% calcium utilization is realized (Couturier et al., 1994). 

 

The spent sorbent exhibits negligible reactivity towards SO2 and in order to increase 

the sorbent utilization the sorbent needs to be reactivated to expose the un-reacted 

CaO. Reactivation of the underutilized sorbent would necessarily require, re-exposing 

and/or redistribution of the CaO from the interior of the sorbent particle and 

reactivation of the sintered CaO by converting it into a more reactive form. The 

fundamental challenge and goal of the reactivation process is to redistribute the 

CaSO4 predominantly from the surface of the particle to a more uniform distribution. 

 

One of the methods for reactivating partially utilized sorbents is by the process of 

hydration (Bobman et al., 1985). In this process, the un-sulfated CaO is reacted with 

water to form Ca(OH)2. Due to higher molar volume of the hydroxide (33 cc/gmol), 

compared to CaO (17 cc/gmol), the sorbent particles expands and the non-porous 

CaSO4 shell cracks thereby exposing the hydrate (see also 2.4). Moreover, once this 

reactivated sorbent is reintroduced into the combustor, calcination of Ca(OH)2 further 

increases the porosity and provides added exposure of CaO to SO2.  

 

Hydration has been known to increase the utilization of spent sorbent from 35% to up 

to 70% (Couturier et al., 1994). It is known that the effectiveness of the hydration 

reactivation process is dictated by the duration of hydration, the hydration 

temperature, and the solids concentration in the process. The temperature for drying 

the hydration products has also been indicated to markedly affect the activity of the 

reactivated product (Khan et al., 1995; Tsuchia et al., 1995). 

 

3.4 Relation betwee n carbonation and hydration of CaO  

 

Both temperature and H2O concentrations played important roles in determining the 

reaction rate and extent of carbonation. The mechanism of the carbonation of CaO 

with and without H2O vapors present in the synthetic flue gas showed significant 

differences. 
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Most noticeably, carbonation of CaO did not occur when T < 400°C without H2O, but 

at 15% and 8% H2O present, significant CaO conversion to CaCO3 was achieved.  

It appears that carbonation of CaO in real coal-fired flue gas proceeds via reaction: 

 

CaO + CO2ŸCaCO3 and is catalyzed by H2O vapor,  

 

presumably by the formation of a transient hydroxide species. Here we suggest that 

when water vapor is present in the flue gas, the actual carbonation process of CaO 

occurs via the following two-step reaction: 

First, CaO reacts with H2O to form Ca(OH)2: 

 

CaO + H2O ŸCa(OH)2 

Ca(OH)2 then reacts with CO2: 

Ca(OH)2 + CO2ŸCaCO3 + H2O       

       

Figure 19 shows that, at H2O partial pressure less than 20 kPa and temperature 

>400°C, Ca(OH)2 cannot exist as a stable compound. However, it can be assumed that 

Ca(OH)2 will still form when H2O encounters CaO as a transient intermediate.  

The concentration of Ca(OH)2 intermediate could be very low, since Ca(OH)2 

calcines to CaO quickly. The higher the temperature is, the shorter the existence of 

Ca(OH)2 transient species will be, and the less important its contribution to the 

carbonation process will be.  

However short the existence of Ca(OH)2 is, if a CO2 molecule meets 

Ca(OH)2, CaCO3 should result according to reaction: 

 

Ca(OH)2 + CO2ŸCaCO3 + H2O 

 

As noted elsewhere the carbonation of Ca(OH)2 is much faster than carbonation of 

CaO. Therefore, the presence of H2O vapor in the flue gas increases the carbonation 

rate of CaO contained in the fly ash as observed with results in this study. 

 

It should be noted that the contribution of reaction: 

CaO + CO2ŸCaCO3 

becomes less important when temperature decreases.  

 

This can be seen in the relevant Figure which showed that lower temperatures led to 

more pronounced differences between tests done with and without H2O. For example, 

when the carbonation reaction tended to stabilize, there was <10% carbonation ratio 

difference between 15% H2O and 15% N2 at 800°C, but at 500°C the difference was 

47%. 
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Figure 19: Partial pressure of water vapor over Ca(OH)2. 

 

At T< 400°C, there was no detectable carbonation reaction of CaO without H2O. But 

when 8ï15% of H2O vapor was added to the synthetic flue gas, carbonation of CaO 

was obvious. This observation supports the proposed second mechanism that the 

carbonation of CaO when H2O vapor was present also includes the two-step route:  

CaOŸCa(OH)2Ÿ CaCO3. 

From experimental results, one might conclude that reaction: 

CaO + H2O ŸCa(OH)2 

was faster than: 

Ca(OH)2 + CO2ŸCaCO3 + H2O 

since the difference in final CaO reaction products existed, i.e., there was no Ca(OH)2 

in the carbonated fly ash samples when T >300°C, but some Ca(OH)2 remained when 

T<300°C, and the amount of Ca(OH)2 increased as the temperature decreased. 

 

 

3.5 The effect of steam on Carbonation and Sulfurization of 

Calcium oxide  

According a recent paper from Poland (Halina Pawlak-Kruczek) the effect of steam 

on different rates of carbonation reaction and sulfation can be explained by the change 

of CO2 and SO2 migration to the internal surface of sorbent (CaO). The problem of 

gas migration through the pores of solid bodies of various geometry and thickness in 

the presence of sulfate (gypsum) phase in coal ashes was studied and concluded that 

the influence of pore geometry on gas migration (and sorption) may be described in 

the way presented in Figure 20. Pore size reduction resulting from the formation of 
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the thin, polar film of water molecules creates a barrier which blocks the access of 

larger and polar molecules (SO2) to the part of the sorbentôs active surface.  

This mechanism is less effective in the case of smaller and non-polar molecules of 

CO2. As a result, sorbent pores act as a molecular sieve, thus influencing competitive 

sorption of CO2 and SO2. 

 

 
Figure 20: Model of water vapor film influence on SO2 and CO2 migration 

 

Finally, the effect of steam on carbonation conversion when the competing 

carbonation and sulfurization reactions occur is positive, i.e., carbonation conversion 

is higher in comparison with the condition without steam. Sulfurization in the 

subsequent cycles forms thermally stable CaSO4 which blocks the access to the 

internal surface and leads to reduction in the CO2 capture capacity of CaO. The 

negative effect of the competitive sulfurization reaction on carbonation increases in 

the subsequent cycles for both gases, but to a lesser extent in the presence of steam. 

 

The presence of steam definitely lowers the sulfurization conversion in comparison to 

the condition without steam which can result from pore size reduction resulting by 

creating of the thin, polar film of water molecules which blocks the access of larger 

and polar molecules (SO2) to the part of the sorbentôs active surface. This mechanism 

has been proven less effective in the case of smaller and non-polar molecules of CO2. 

The ratio of carbonation to sulfurization in the subsequent cycle with 10% steam 

concentration in the simulated flue gas is several times higher than for the similar 

condition but without steam. 
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4.  Hydration of CaOf in Fly ashes 

 

4.1. Introduction  

After the individual examination of the hydration conditions of CaO either in higher 

temperatures (Chapter 2) or in flue gases (Chapter 3), this chapter will deal with the 

hydration of CaOf  in the presence of other mineral phases, materials and by products 

focusing and insisting on the hydration of CaOf present in fly ashes Clauses 4.2 and 

4.3). In clause 4.4 is given a more precise approach to the problem raised through a 

comparative examination of steam vs. water hydration of CaOf present in High 

Calcium Fly Ashes in relation to their sulfurization behavior. 

 

 

4.2.      Hydration of CaO f present in fly ashes  

As it is referred in many studies (Kuusik et al., 2005), fly ashes formed in boilers 

operating at different combustion technologies differ significantly in their chemical 

and phase composition, as well as in their physical structure and surface properties. 

Changes in the firing technology have altered the mineral of the ash produced ï the 

low temperature CFB ashes characterized by the lower content of silicates and 

aluminates and higher content of free oxides show predominantly pozzolanic 

hydration type. 

 

The relationship between the composition of the solid fuel and its combustion 

temperature and the hydration type of the produced fly ash has been studied by many 

researchers. 

The high content of free CaO indicates air binding properties. The high firing 

temperature of boilers causes not only decomposition of limestone, formation of 

calcium silicates and aluminates, but also dead burning of free CaO, which leads to 

the formation of larger size crystals and decreased hydration reactivity. Hydration 

reactivity could be characterized by slaking rate and temperature. To examine the 

slaking properties of free CaO containing ashes, the calculation method had to be 

modified using a 100% hydration of the tested ash. 

 

Usually, particles of fly ashes formed at moderate temperatures (750ï800
o
C) are 

characterized by an irregular shape and porous uneven surface (Kuusik et al.,2005) 

Figure 21(b), while in the case of ashes formed at 1250ï1400 
o
C Figure 21(a) the 

glassy phase significantly affects the formation of the particle shape and surface 

properties: the particles tend to have a regular spherical shape and smooth surface. 
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(a)                                                  (b) 

Figure 21: Ashes characterized by an irregular shape and porous uneven surface 

If ashes are sprayed by water then the phenomenon of aqueous carbonation of the ash, 

lime ï as the most reactive component ï passes through several stages: hydration, 

dissolution and diffusion of Ca
2+

 ions into the bulk solution, and carbonation 

according to the following equations (Domingo et al., 2006; Garcia-Carmona et al., 

2003).  

 

CaO + H2O ÚCa(OH)2 Ú Ca
2+

  2OH
-
(solid surface) 

Ú   Ca
2+

  2OH
- 
(bulk solution) 

CO2 + H2O Ú H2CO3Ú HCO3
-
 + H

+ 
ÚCO3

2-
 + 2H

+
 

Ca
2+

 + CO3
2-
Ú CaCO3® 

 

The rate of lime slaking is influenced by the porosity, the amount of impurities, 

particle size, time and temperature of the limestone calcination, the amount of water 

added and agitation (Boynton, 1980; Ritchie and Xu, 1990). As even minute amounts 

of extraneous substances present in slaking water affect the extent and rate of lime 

solubility, water quality can be critically important in lime slaking (Boynton, 1980; 

Giles et al., 1992; Potgieter et al.,2003; Ritchie and Xu, 1990; Xu et al., 1998). In the 

presence of Ca
2+

- and OH
-
 ions the slaking rate drops because the reaction is also 

controlled by the diffusion of calcium hydroxide away from the surface (Ritchie and 

Xu, 1990). Carbonate and sulphate ions in the slaking water are known to form 

coherent layers of both CaCO3 and CaSO4.2H2O ,which partially or completely coat 

the surface and thereby prevent the further dissolution of CaO and the formation of 

further CaCO3 (Potgieter et al.,2003). Previous studies (Uibu and Kuusik, 2009; Uibu 

et al., 2010) have shown that immersing ashes into de-ionized water results in lime 

slaking and the dissociation of portlandite, such that the solution becomes saturated 

with Ca
2+ 

ions. In the case of continuous flow carbonation processes, constant 

saturation of the re-circulating liquid phase with different species leached from ash 

(mainly Ca
2+

, Mg
2+

, K
+
, Na

+
, OH

-
, SO4

2-
) and absorbed from the flue gases (CO3

2-
, 

HSO3
-
 , HCO3

-
) is expected. Process deceleration, which starts at the hydration step, is 

mainly caused by two factors: the low porosity of ash and the composition of the re-

circulating liquid phase (Uibu and Kuusik, 2009). 

 




























































